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USG DRYWALL SUSPENSION CROSS TEE
DGLW424

J-BEAD

MITERED USG DRYWALL SUSPENSION MAIN
TEE DGLW26

USG DGCM27 CHANNEL
MOLDING

USG SHEETROCK® BRAND DUR-A-BEAD®
CORNER BEAD

USG DRYWALL SUSPENSION
CROSS TEE DGLW424

HANGER WIRE BY OTHERS

APPLY AT JOINT, USG SHEETROCKTM

BRAND EASY SAND JOINT COMPOUND AND 
USG SHEETROCKTM BRAND PAPER JOINT 
TAPE

USG DGWM24 ANGLE MOLDING
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APPLY AT JOINT, USG SHEETROCKTM

BRAND EASY SAND JOINT COMPOUND AND 
USG SHEETROCKTM BRAND PAPER JOINT 
TAPE

5/8" USG ECOSMART FIRECODE® X (UL
TYPE ULIX™) PANELS

5/8" USG ECOSMART FIRECODE® X (UL
TYPE ULIX™) PANELS

DISCLAIMER:  THE USG PRODUCT DETAILS CONTAINED HEREIN ARE INTENDED FOR USE AS PRODUCT REFERENCE MATERIAL BY ARCHITECTS, ENGINEERS, OTHER DESIGN PROFESSIONALS, CONTRACTORS, BUILDING CODE OFFICIALS, OR OTHER COMPETENT CONSTRUCTION INDUSTRY TRADE PROFESSIONALS HAVING AN INTEREST IN THE SELECTION, SPECIFICATION AND USE OF PRODUCTS MANUFACTURED BY THE SUBSIDIARIES OF USG CORPORATION. THE DRAWINGS ARE INTENDED SOLELY AS TECHNICAL SUPPORT INCIDENT TO THE SALE AND USE OF USG PRODUCTS AND NOT INTENDED TO BE A SUBSTITUTE 
FOR THE DESIGN REVIEW AND APPROVAL OF HE LICENSED DESIGN PROFESSIONALS FOR THE PROJECT.  THESE MATERIALS MAY BE PRINTED AND/OR TRANSFERRED ELECTRONICALLY SOLELY AS NEEDED BY THE USER. BECAUSE CAD ELECTRONIC FILES AND BIM (BUILDING INFORMATION MODELING ) FILES CAN BE MODIFIED BY OTHER PARTIES, WITHOUT NOTICE OR INDICATION OF SUCH MODIFICATIONS, MODIFICATION OF USG PRODUCT CAD DRAWINGS IS THE SOLE RESPONSIBILITY OF THE DESIGN PROFESSIONAL.  ©2020 USG CORPORATION.
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