
EXTRA DEEP HAT CHANNEL
FOURRURE MÉTALLIQUE À 

PROFILE PROFOND

APPLY JOINT COMPOUND, SAND SMOOTH, PRIME 
AND PAINT PER FINISH SCHEDULE.
APPLIQUER LE COMPOSÉ À JOINT, SABLER, 
ÚPPLIQUER L'APPRÊT ET LA PEINTURE SELON LES 
RECOMMANDATIONS DE FINITION DES PANNEAUX.

USG DANOLINE™ DIRECT MOUNT PANEL
USG DANOLINE PANNEAUX À FIXATION 
DIRET

OPTIONAL SUPPLEMENTAL ACOUSTICAL 
BACKER, MOUNT TO UNDERSIDE OF 
STRUCTURE (IF SPECIFIED)
ENDOS ACOUSTIQUE (SELON 
INDICATIONS AUX DEVIS)

Z-CHANNEL
PROFILE EN "Z"

APPLY JOINT COMPOUND, SAND SMOOTH, PRIME 
AND PAINT PER FINISH SCHEDULE.
APPLIQUER LE COMPOSÉ À JOINT, SABLER, 
ÚPPLIQUER L'APPRÊT ET LA PEINTURE SELON LES 
RECOMMANDATIONS DE FINITION DES PANNEAUX.

USG DANOLINE™ DIRECT MOUNT PANEL
USG DANOLINE PANNEAUX À FIXATION 
DIRET

OPTIONAL SUPPLEMENTAL ACOUSTICAL 
BACKER, MOUNT TO UNDERSIDE OF 
STRUCTURE (IF SPECIFIED)
ENDOS ACOUSTIQUE (SELON 
INDICATIONS AUX DEVIS)

USG DANOLINE™ DIRECT MOUNT PANEL WITH EXTRA DEEP HAT CHANNELS

USG DANOLINE™ DIRECT MOUNT PANEL WITH Z-FURRING CHANNELS

DISCLAIMER:  THE USG PRODUCT DETAILS CONTAINED HEREIN ARE INTENDED FOR USE AS PRODUCT REFERENCE MATER AL BY ARCHITECTS  ENGINEERS  OTHER DES GN PROFESSIONALS  CONTRACTORS  BUILDING CODE OFFICIALS  OR OTHER COMPETENT CONSTRUCT ON INDUSTRY TRADE PROFESSIONALS HAVING AN INTEREST IN THE SELECTION  SPECIF CATION AND USE OF PRODUCTS MANUFACTURED BY THE SUBSID ARIES OF USG CORPORAT ON  THE DRAWINGS ARE INTENDED SOLELY AS TECHNICAL SUPPORT INC DENT TO THE SALE AND USE OF USG PRODUCTS AND NOT INTENDED TO BE A SUBSTITUTE 
FOR THE DES GN REV EW AND APPROVAL OF HE L CENSED DESIGN PROFESS ONALS FOR THE PROJECT   THESE MATER ALS MAY BE PRINTED AND/OR TRANSFERRED ELECTRONICALLY SOLELY AS NEEDED BY THE USER  BECAUSE CAD ELECTRON C FILES AND BIM (BUILDING INFORMATION MODELING ) FILES CAN BE MODIF ED BY OTHER PARTES  WITHOUT NOT CE OR IND CATION OF SUCH MODIFICATONS  MODIF CATION OF USG PRODUCT CAD DRAWINGS IS THE SOLE RESPONSIBILITY OF THE DESIGN PROFESSIONAL   ©2020 USG CORPORATON

ISSUE RECORD:

ISSUE: DATE:

SHEET INFORMATION:

USG Corporation
550 West Adams Street, Chicago, IL 60661
T. 800-USG4YOU   www.USG.com

USG DANOLINETM DIRECT MOUNT
PERFORATED GYPSUM PANELS

INSTALLATION DETAILS
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EXTRA DEEP HAT CHANNELS AND
Z-FURRING CHANNELS



ATTACHMENT CLIP (BY OTHERS), 
SECURED TO STRUCTURE, TYPICAL.

2" [51] MAX.

APPLY JOINT COMPOUND, SAND SMOOTH, PRIME AND PAINT PER FINISH SCHEDULE.
APPLIQUER LE COMPOSÉ À JOINT, SABLER, ÚPPLIQUER L'APPRÊT ET LA PEINTURE SELON 
LES RECOMMANDATIONS DE FINITION DES PANNEAUX.

OPTIONAL SUPPLEMENTAL ACOUSTICAL 
BACKER, MOUNT TO UNDERSIDE OF 
STRUCTURE (IF SPECIFIED)
ENDOS ACOUSTIQUE (SELON INDICATIONS 
AUX DEVIS)

USG DRYWALL SUSPENSION TEE
TÉ PRINCIPALE, SUSPENSION 
POUR PANNEAUX DE GYPSE

INSTALL USG DH3 THREE-WAY 
ATTACHMENT CLIP AT ALL DRYWALL 

SUSPENSION TEE INTERSECTIONS.

HANGER WIRE
CÂBLE DE SUSPENSION

USG DANOLINE™ DIRECT MOUNT PANEL
USG DANOLINE PANNEAUX À FIXATION 
DIRET
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DRYWALL SUSPENSION



ATTACHEMENT CLIP (BY OTHERS), 
SECURED TO STRUCTURE, TYPICAL.

APPLY JOINT COMPOUND, SAND SMOOTH, PRIME AND PAINT PER FINISH SCHEDULE.
APPLIQUER LE COMPOSÉ À JOINT, SABLER, ÚPPLIQUER L'APPRÊT ET LA PEINTURE SELON 
LES RECOMMANDATIONS DE FINITION DES PANNEAUX.

OPTIONAL SUPPLEMENTAL ACOUSTICAL 
BACKER, MOUNT TO UNDERSIDE OF 
STRUCTURE (IF SPECIFIED)

STRUCTURE ABOVE

DIRECT HANG ATTACHMENT CLIP 
SUSPENDED FROM STEEL CHANNEL TO 
MAIN TEE, PLACED 16 INCHES O.C. MAX.

HOLD DOWN CLIP

2" [51] MAX.

INSTALL USG DH3 THREE-WAY 
ATTACHMENT CLIP AT ALL DRYWALL 

SUSPENSION TEE INTERSECTIONS.

USG DRYWALL SUSPENSION
MAIN TEE DGLW26

USG DANOLINE™ DIRECT MOUNT PANEL
USG DANOLINE PANNEAUX À FIXATION 
DIRET
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BLACK IRON & DWSS



HANGER WIRE BY OTHERS

USG DRYWALL SUSPENSION MAIN TEE
DGLW26

ATTACHEMENT CLIP (BY OTHERS), 
SECURED TO STRUCTURE, TYPICAL.

USG COMPÄSSO™ ELITE 4"
TRIM

USG COMPÄSSO™ GRID
ATTACHMENT CLIP

USG COMPÄSSO™ ELITE
SPLICE CLIP

USG DRYWALL SUSPENSION MAIN TEE
DGLW26

USG DANOLINE™ DIRECT MOUNT
ACOUSTICAL PERFORATED GYPSUM PANEL
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USG DANOLINETM DIRECT MOUNT
PERFORATED GYPSUM PANELS

INSTALLATION DETAILS
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DWSS WITH COMPÄSSO™ ELITE
TRIM AT CROSS TEE



USG DRYWALL SUSPENSION CROSS TEE
DGLW424

J-BEAD

USG DRYWALL SUSPENSION TEE,
NOTCHED, BENT 90 DEGREES AND
FASTENED TOGETHER TO ACCOMODATE
BUILT-UP EDGE (6" [152] MAX).

USG DGCM27 CHANNEL MOLDING

USG SHEETROCK® BRAND DUR-A-BEAD®
CORNER BEAD

USG DRYWALL SUSPENSION
CROSS TEE DGLW424

APPLY AT JOINT, USG SHEETROCKTM

BRAND EASY SAND JOINT COMPOUND 
AND USG SHEETROCKTM BRAND PAPER 
JOINT TAPE

USG DGWM24 ANGLE MOLDING4
" 
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APPLY AT JOINT, USG SHEETROCKTM

BRAND EASY SAND JOINT COMPOUND 
AND USG SHEETROCKTM BRAND PAPER 
JOINT TAPE

1/2" USG SHEETROCK® BRAND GYPSUM
PANEL

6
" 

[1
52

] M
A

X
.

V
A

R
IE

S

USG DANOLINE™ DIRECT MOUNT
ACOUSTICAL PERFORATED
GYPSUM PANELS

DIAGONAL BRACING FOR 
VERTICAL WIDTHS GREATER 
THAN 6" [150]. ATTACH WITH 
SELF DRILLING SCREWS TO 
DWSS TEE BULB.
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BENT DRYWALL SUSPENSION AND
BUILT-UP DRYWALL EDGE




